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5.250"

.400"

10.50"

.130"

.648"

15W & 23W Tc Point: Inside Lens Cover Below 80˚c
13W Tc Point: Inside Lens Cover Below 80˚c

Hardware Includes 4ea. 6-32 X 1/2" Screws & 8ea. Nuts w/Lock
HARDWARE SOLD SEPERATELY - SEE PAGE 9

OPTIONAL HARDWARE PART # 10-270

ITEM # LIGHT SOURCE OPTION

LRG6 
LRG8

120V LIGHTWAVE LED 
LR12-13W 1000lm  
LR15-15W 1400lm 
LR22-23W 1900lm

CCT  
C-4K 
W-3K 

H-Hardware

ITEM # LIGHT SOURCE OPTION

LRG10 120V LIGHTWAVE LED 
LR12-13W 1000lm  
LR15-15W 1400lm 
LR22-23W 1900lm 
LR32-32W 2700lm

CCT  
C-4K 
W-3K 

H-Hardware

GUIDE: LRG6-LR12C

GUIDE: LRG10-LR32C

   

   

3.030"

.400"

6.060"

6.060"

.375"

.130"

.648"

15W & 23W Tc Point: Inside Lens Cover Below 80˚c
13W Tc Point: Inside Lens Cover Below 80˚c

Hardware Includes 4ea. 6-32 X 1/2" Screws & 8ea. Nuts w/Lock
HARDWARE SOLD SEPERATELY - SEE PAGE 9

OPTIONAL HARDWARE PART # 10-270

8.125"

8.125"

.375"

4.063"

.130"

.400"

.648"

15W & 23W Tc Point: Inside Lens Cover Below 80˚c
13W Tc Point: Inside Lens Cover Below 80˚c

Hardware Includes 4ea. 6-32 X 1/2" Screws & 8ea. Nuts w/Lock
HARDWARE SOLD SEPERATELY - SEE PAGE 9

OPTIONAL HARDWARE PART # 10-270

LRG8

LRG10

LRG6

GENERAL PURPOSE - For Open Residential Fixtures with Minimal Heat

• AC Driver-OnBoard
• 13W, 15W, & 23W Models
• Available in 3000K or 4000K
• Standard Mounting Options 
	 for Easy Install
• Optical Grade 
	 Polycarbonate Lens

• Input Voltage: 120VAC, 50/60hz
• Constant Current Design
• �High Power Factor >0.98
• Estimated 50,000 hrs L70

• Data Per NVLAP Laboratory
• On Board Line Surge & MOV 
	 Ground Surge Protection

• TRIAC Dimmable To 5% 
 	 (forward & reverse phase)
•	Mounting Hardware Available
• 18’’ 18AWG Leads
• 5 Year Limited Warranty
• FCC compliance Class B
• Energy Star CSD

Easily Convert Existing Fixtures to LED with UL 1598C Classified Kits

LED RETROFIT KITS
for In-The-Field Installation

SCAN FOR 
VIDEO

Low Flicker 
Title 24 Available 

(call for details)

Low Flicker 
Title 24 Available 

(call for details)
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LRC

ITEM # LIGHT SOURCE OPTION

LRC 120-277V LED 
L40-40W 4000lm 
L60-60W 6000lm

CCT  
C-4K (Standard) 
W-3K (Special Order) 
B-5K (Special Order)

D- 0-10V Dimming 
T3-Type III Distribution 
(T3 is Special Order, Type V 
is Standard)

GUIDE: LRCL40C     

.50" Center Mount for use with 1/8" IP nipple

Key Hole Slots on 2.75" & 3.56" Bolt Circle

Mounting Options

DIMENSIONS

6.18"

(157mm)

1.32"
(33mm)

TC POINT: INSIDE LENS COVER BELOW 80˚C

OPTIONAL HARDWARE PART # 10-269

Optional Mounting Hardware Includes

2ea. #6 X 3/8" Self Tapping Screws
HARDWARE SOLD SEPERATELY - SEE PAGE 9

DIMENSIONS

.50" Center Mount for use with 1/8" IP nipple

3.5"
(89mm)

1.08"
(27mm)

TC POINT: INSIDE LENS COVER BELOW 80˚C

OPTIONAL HARDWARE PART # 10-268

Optional Mounting Hardware Includes

2ea. 8-32 X 3/8" Self Tapping Screws
HARDWARE SOLD SEPERATELY - SEE PAGE 9

LRH3 LRH6
GUIDE: LRH3-LR12C

ITEM # LIGHT SOURCE OPTION

LRH3 120V LIGHTWAVE LED 
LR12-13W 1000lm 

CCT  
C-4K 
W-3K

H-Hardware

LRH6 120V LIGHTWAVE LED 
LR15-15W 1400lm 
LR22-23W 1900lm

COMMERCIAL RETROFIT KITS 
For Post Top Acorn Fixtures

HIGH HEAT - For Enclosed Residential Fixtures with Heat Concerns

• Replaces Up To 250W Metal Halide
• For Enclosed Fixtures
• Telescoping Bracket
• Estimated 70,000 hrs L80

• Input Voltage: 100-277VAC, 50/60hz
• 0-10V Dimming Available
• Surge Protection
• 3000K*, 4000K or 5000K*, CRI 80
• Type 3 & Type 5 Models Available
• Universal Mounting Plate
• 20” 18AWG Leads
• 5 Year Limited Warranty
• UL 1598C ClassifiedLIGHTWAVE

COMMERCIAL

l ight engine
system

 10.0"*

4.72" 

 2.756"

*Height adjustable from 15" down to 10"

 15.0"*

6.5" 

   

Low Flicker Title 24 Available 
(call for details)
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LCE39-54C-T5
Type 5 LED Lamp

54Watt, 4000K, 7290lm
Replaces up to 250W MH

360˚ Beam Angle

LCE39-24C-T5
Type 5 LED Lamp

24Watt, 4000K, 3120lm
Replaces up to 100W MH

360˚ Beam Angle

LCE39-40C-T3
Type 3 LED Lamp

40Watt, 4000K, 5600lm 
Replaces up to 250W MH

180˚ Adjustable Beam Angle

LCE39-20C-T3
Type 3 LED Lamp

20Watt, 4000K, 3000lm 
Replaces up to 100W MH

180˚ Adjustable Beam Angle

LCE26-9W
A19 LED Lamp

9.5 Watt, 3000K, 800lm 
Replaces up to 60W Incandescent

LCE26-9C
A19 LED Lamp

9.5 Watt, 4000K, 800lm 
Replaces up to 60W Incandescent

LCE39-54C-DS
Dark Sky LED Lamp

54Watt, 4000K, 5900lm 
Replaces up to 250W MH
180˚ Down Beam Angle

LCE39-24C-DS
Dark Sky LED Lamp

24Watt, 4000K, 2400lm 
Replaces up to 100W MH
180˚ Down Beam Angle

CORN COB LAMPS 
For Commercial & Light Commercial Fixtures

E26 MEDIUM BASE LAMPS 
For Residential Fixtures

• Replaces Up To 
	 250W Metal halide
• For Enclosed Fixtures
• E39 Mogul Base for 
	 Easy Install
• Estimated 50,000 hrs L70

• Input Voltage: 
	 100-277VAC, 50/60hz
• Surge Protection
• 4000K, CRI 80
• Type 3, Type 5, & Dark Sky 
	 Models Available
• 5 Year Limited Warranty

•	Replaces Up To 60W Incandescent
•	For Enclosed Fixtures
•	Dimmable
•	E26 Medium Base for Easy Install
•	Estimated 15,000 hrs L70

•	 Input Voltage: 120VAC, 50/60hz
•	Surge Protection
•	3000K CCT 90CRI or 4000K CCT 80CRI
•	3 Year Limited Warranty
•	UL Listed, Energy Star Certified 
	 & T24 Compliant (3K only)
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